
DVDOWNER’S MANUAL



 

 

 
Dear Customer, 
Thank you for purchasing DVD.  
This unit provides ease of use and sonics of the highest quality. Please pay close attention to this instruction manual, and 
read it fully before attempting to operate. It is designed to ensure that you maximise your pleasure of DVD. 

 
CHECKING 
Check that the carton has no damage. Should you have any doubt 
about its condition, please do not hesitate to contact your dealer. 

UNPACKING 
Very carefully remove the unit from the box, taking care to 
preserve all the packing material. It is good practice to put the 
carton and its contents into an outer plastic bag and deposit it 
somewhere safe and dry. In the unlikely event that your unit 
needs to be sent back to either your dealer or distributor, it must 
be sent in the original packing material. Failure to observe this will 
invalidate your warranty. 

ACCESSORIES 
 

Upon opening the carton you should find the following:  
-  Mains Lead. 
- SCART (RVB) chord 
- Stereo chord 
- RC Handset 
- 2x AAA batteries 
 

MAINS VOLTAGE 
 

DVD is fitted with a universal input power supply covering the 
following voltage range : 85 – 265 Volts / 50-60 Hz. 
- If you are in any doubt, consult your dealer. 
 

INSTALLATION 
 

In order to obtain the maximum performance of DVD, it is 
important to follow the installation instructions. 
Wherever possible, we recommend that DVD is installed in an 
audio rack or other suitable furniture that provides sufficient 
ventilation. 
 

CONNECTIONS 
 

Having verified that the mains voltage indicated on the rear of the 
unit corresponds to the local power supply mains voltage and that 
the ON/OFF switch is on OFF position, connect the mains leads 
provided to the rear the unit and to the wall socket.  

CONNECTIONS (continued) 
 

• AUDIO CONNECTIONS 
You have the choice between two modes: Analog mode and 
Digital mode. If you choose Digital mode the 6 channel 
decoding will NOT work and you will get a DOWNMIX signal 
on Front Left and Right outputs of DVD. Connect the proper 
cable (Optical or Coaxial) to the input of your A/V processor. In 
any case we recommend the use of Coax Digital Output for 
optimal sound reproduction. 
On another end if you decide to use Analog mode and 6 channel 
internal decoding of DVD, both digital outputs will be inactive in 
this mode. Connect the FRL, FRR, SRL, SRR, CTR et SUB 
analog outputs to the matching inputs of your multi-channel 
amplifier 
 
•  VIDEO CONNECTIONS 

DVD offer a large variety of Video connections in two different 
modes: Interlaced Video and Progressive Video 
Interlaced video is the standard use by television sets while 
progressive video used by flat screens and projectors. 
DVD provides 4 types of interlaced video outputs : CVBS, S-
VIDEO, Y/Cr/Cb, SCART and 2 type of progressive outputs: 
Y/Pr/Pb, and VGA. 
In interlaced video it is recommended to use SCART or Y/Cr/Cb 
for the best video results and then possibly S-VIDEO or CVBS. 
In progressive mode the use of VGA is highly recommended while 
the  Y/Pr/Pb gives also excellent results. 
 

POWER UP 
 

You may now turn on DVD by switching the ON/OFF switch 
located at the back of the unit. 
The display indicates: 
 

 
 

DVD is ready to be configured. 



 
FRONT PANEL 
 
• DISPLAY : See description below. 
• STAND-BY : To switch the unit in and out of Standby mode.. A red LED 

located below the DVD logo  illuminates when in Standby mode. 
• STOP : To stop playing. 
• NEXT : To access the next track. 
• PREV : To access the previous track. 
• PLAY/PAUSE : To start playing and to pause while playing. 
• DISC : To open and close the DISC tray. 
 

DISPLAY 
 
Dot Matrix display indicating the status of the unit. 
In all mode the display indicates: 
- The running track or tiltle on the left side. 
- Elapsed time on the right side. 
 

 
 
While playing DVD, VCD or SVCD discs, there is  too much information to 
display and it was decided to display only title and elapsed time of disc 
being played when all information can be found on the screen. 
 

CONFIGURATION OF THE PLAYER 
 
The SETUP key of the remote control handset delivered with DVD 
accesses all configuration menus of the player. 
A map of the menu tree is available on the back of the attached RC 
handset description page. 
Configuring DVD requires special attention, especially if you decide to use 
the internal 6 channel decoder where a careful setup of each speaker 
level is necessary to compensate for different speakers sensitivity and to  
take full advantage of multi channel playback.  
The SETUP key and the central zone of your RC handset  where the 
ENTER key is surrounded by four arrow keys allows you to navigate 
through the different menus and sub-menus of the unit. 
Press once SETUP. The player indicates : MAIN PAGE with four sub 
menus: 
General, Speakers, Audio, Preferences. 
Navigation inside the menus is achieved by pressing the arrow keys ◄, 
▲, ►, ▼ surrounding ENTER that needs to be pressed to confirm your 
choice. 

 
• VIDEO CONFIGURATION 
The first thing to do is to match the video output of DVD with your display 
installation. After having connected DVD as indicated in the 
CONNECTION section of this manual, press VIDEO SW key on the RC 
handset and watch the message indicated on the left upper side of your 
screen. This message indicates the different type of selected outputs. 
If your television is a single standard model PAL only, DVD is fitted with a 
transcoder that will allow you to watch any Zone 1 NTSC DVD on your 
PAL television set. To activate this mode, press the N/P key and select 
PAL. However, if your television set is multi standard we recommend you 
to leave DVD in its default mode MULTI SYSTEM. 
If you are the owner of a flat screen TV or if you have a projector we 
strongly recommend that you set DVD in PROGRESSIVE mode because 
the quality of the picture is without compromise. 
Press the VIDEO / PSCAN key of your remote control handset. 
WARNING in PROGRESSIVE mode, the only outputs available are VGA 
and Y/Pr/Pb. All the other outputs are inactive. 

CONFIGURATION OF THE PLAYER (continued) 
 
• AUDIO CONFIGURATION  
If you decide to configure DVD to use the digital mode and you will not 
use the multi channel outputs of DVD, enter the MAIN PAGE menu by 
means of SETUP key then go to Audio menu , Audio Out sub menu and 
choose position SPDIF/RAW which enables compressed signals digital 
output formatting. 
On another end, if you decide to use the internal 6 channel decoder of 
DVD, enter the Main Page menu by means of SETUP key then go to 
Audio menu , Audio Out sub menu and choose position ANALOG. 
Go then to the Speaker menu, and press ENTER. You access then the 
speaker setup procedure where you will adapt DVD to your speaker 
system. If you do not have a center speaker turn it off . Proceed the same 
way for every speaker in your system. You must then set the delay of the 
center speaker.  
The reason for having a delay on center and surround speakers is 
because in general, center and surround speakers are closer to the 
listening area that font left and right speakers. The center speaker delay 
can be adjusted by 1mS steps representing a difference in distance of 
0.3m for each step. For surround speakers the delay step is set to 5ms 
equivalent to a difference in distance of 1 meter.  
After measuring the distance between the listening position and the 
difference speakers you can easily apply the proper delay remembering 
that 1ms = 0.3m. If for example your front left and right speakers are 3 
meters away from your listening position and the central speaker is only 
2.4 meters away you should apply a delay of 2ms. 
Once the central speaker delay is set, proceed the same way for the 
surround speakers delay by continuing towards the bottom of the menu. 
After having set the surround speakers level, it is necessary to adjust the 
level balance between all speakers to compensate for different speakers 
sensitivity and amplifiers gain. 
The last step of the Speaker menu is Test Tone. This white noise 
generator helps you to adjust the speakers. The tone is sent alternatively 
to each speaker. Once you have noticed the level differences, exit the 
menu and adjust each individual speaker level by pressing the SWITCH 
key of your remote control handset to find the speaker you want to adjust 
and then the VOL+ and VOL- keys to change the volume settings. 
You can revert to the Test Tone menu as many times as you like until the 
balance between the speakers is to your satisfaction. However, if during 
the audition of a film your preferences goes to a slightly different setup, 
you can always adjust the level of each speaker again in order to match 
your requirements. 
There is another important parameter to set that has a great influence on 
sound reproduction of DVD. This parameter is called COMPRESSION. 
You access this parameter in the Audio menu. The compression feature 
helps reducing the differences between the highest levels and the 
average output signal. If you can reproduce your discs without 
compression, it will give you the best of your player, but if you play often 
at night and you do not want to disturb your neighbours, it is wise to use 
compression. The amount of compression to be used it is up to each 
individual installation and practice is the best advice we can give you. 
 
RC HANDSET AND MENUS SYNOPTIC 
 
The RC handset give access to all functions of DVD and the RC 
HANDSET description sheet give a brief explanation of each function and 
will be very helpful during the first hours. 
On the backside of this description we have made a synoptic of all DVD 
menus and sub menus. 
We wish you long hours of visual and musical pleasure.  
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CARACTERISTIQUES TECHNIQUES DVD TECHNICAL CHARACTERISTICS 
 
Types de disques Disc types 
DVD / SVCD / VCD / CD-G /XVID0.X / WMA   DVD / SVCD / VCD / CD-G /XVID0.X / WMA 
Décodage Vidéo Video decoding 
MPEG1 / MPEG2 / MPEG4   MPEG1 / MPEG2 / MPEG4 
Caractéristiques Vidéo Video Characteristics 
Niveau de sortie (CVBS / Y )….................. 1Vp-p / 75Ω Output level (CVBS / Y )…...................... 1Vp-p / 75Ω 
Niveau de sortie (Cr / Cb / R / G / B )…… 0.7p-p / 75Ω Output level (Cr / Cb / R / G / B )…….… 0.7p-p / 75Ω 
Décodage Audio Audio decoding 
AC3 / DTS / MP3 / WMA   AC3 / DTS / MP3 / WMA 
Caractéristiques Audio. Audio Characteristics 
Niveau de sortie Downmix……………………….. 2Vp-p Downmix output level …………………….……. 2Vp-p 
Niveau de sortie Multicanaux…………………. 0.5Vp-p Multichannel output level ….………………… 0.5Vp-p 
Bande passante ( CD ) ……………….…. 4 Hz - 20kHz  Frequency Response ( CD )…………... 4 Hz - 20kHz 
Bande passante ( DVD 48 kHz ) ……….. 4 Hz - 22kHz  Frequency Response ( DVD 48kHz ) … 4 Hz - 22kHz 
Bande passante ( DVD 96 kHz ) ……….. 4 Hz - 44kHz  Frequency Response ( DVD 96kHz ) … 4 Hz - 44kHz 
Distorsion THD ( 20 Hz / 20 kHz ) ……….… < 0.003 %  Distortion THD ( 20 Hz / 20 kHz ) ……..…. < 0.003 % 
Rapport signal / bruit …………………………… > 90 dB  Signal to Noise Ratio …………………………. > 90 dB 
Décodage  
 
Alimentation   Power Supply 
Tension Nominale ( 50-60Hz ) …............…. 85 – 265V  Nominal voltage ( 50-60Hz )……………… 85 – 265V 
Consommation électrique : ...........................…. 30 W  Power consumption ……………………………. 30 W 
 
Dimensions : ( L x P x H mm) ……….. 430 x 300 x 70  Dimensions : ( W x D x H mm) …….. 430 x 300 x 70 
 
Poids ………………………………………………. 5.0 kg  Weight …………………………………………… 5.0 kg 
 

 
GARANTIE 

 
DVD est garanti 2 ans à partir de la date d’achat. 
Si votre appareil nécessitait une intervention, vous devriez le ramener au revendeur auprès duquel vous aviez 
effectué votre achat, dans son emballage d’origine accompagné de la facture d’achat. 
La garantie couvre les vices de fabrication à l'exclusion de tout autre dommage tel que : 
- Un accident 
- Une négligence 
- Une erreur de manipulation 
- Une installation non conforme au présent manuel 
- Une intervention effectuée par des gens inhabilités 
- Les dégâts lors du transport ( Les dégâts ne seront pris en compte par le transporteur qu’à condition d’avoir émis 
auprès de celui-ci les réserves d’usage lors de la livraison.) 
 
ATTENTION : La garantie s’annule d’office si votre appareil n’est pas expédié dans son emballage d’origine 
ou si le numéro de série a été effacé ou changé. 

 
 Certificat de Garantie  Warranty Certificate  Cachet du Revendeur  Dealer's Stamp 
 
 
 
 
 
 
 
 
 
 
 
 
 

Date d'Achat 
Purchase Date 




